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H BRACKET KIT, NON-SLOTTED, 3" ADJ
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DIVERSIFIED METAL FABRICATORS,INC.(404)875-1512

11/18/13

FRAC, OTHER:

JDI

REV:DRAWING NUMBER:

TITLE:

DATE:

-

2
5

1

7

6

4

FRONT OF VEHICLE

3

A

REV DATE DESCRIPTION BY APP
A 01/17/17 303044 WAS 303045 DJJ

ITEM NO. PART NUMBER QTY DESCRIPTION
1 303045 2 NON-SLOTTED H BRACKET WELDMENT, 3" ADJ W/ TABS
2 303014 4 H BRACKET WASHER PLATE
3 303022 2 AXLE PIN; 1.25" DIAM
4 605304 4 HEX HEAD CAP SCREW, 1/2-13 X 5-1/2" LONG, GRADE 8
5 113014 4 1/2"-13 NYLOCK NUT; GR8
6 818127 2 SLOTTED HEX NUT, 1"-8, GR5
7 108078 2 COTTER PIN, 3/16" X 2"

ITEM NO. PART NUMBER QTY DESCRIPTION
1 303045 2 NON-SLOTTED H BRACKET WELDMENT, 3" ADJ W/ TABS
2 303014 4 H BRACKET WASHER PLATE
3 303022 2 AXLE PIN; 1.25" DIAM
4 605304 4 HEX HEAD CAP SCREW, 1/2-13 X 5-1/2" LONG, GRADE 8
5 113014 4 1/2"-13 NYLOCK NUT; GR8
6 818127 2 SLOTTED HEX NUT, 1"-8, GR5
7 108078 2 COTTER PIN, 3/16" X 2"



REV DATE DESCRIPTION BY APP
A 01/17/17 303048 WAS 303015 DJJ

ITEM NO. PART NUMBER QTY. DESCRIPTION
1 303048 2 SLOTTED H BRACKET WELDMENT; 3" ADJUSTMENT
2 303014 4 H BRACKET WASHER PLATE
3 303022 2 AXLE PIN; 1.25" DIAM
4 605304 4 HEX HEAD CAP SCREW, 1/2-13 X 5-1/2" LONG, GRADE 8
5 113014 4 1/2"-13 NYLOCK NUT; GR8
6 818127 2 SLOTTED HEX NUT, 1"-8, GR5
7 108078 2 COTTER PIN, 3/16" X 2"
8 303030 2 RUBBER BUMPER, RW-1019B, REAR
9 10399 6 HHCS, 1/4-20 X 1-1/2", GR5

10 11257 6 1/4"-20 NYLOCK NUT; GR8

106

5

2

7

FRONT OF VEHICLE

1

3

4

9

8

MATCH DRILL HOLES FROM HYDRAULIC CYL.
INTO P/N 303030 DURING INSTALL

A

H BRACKET KIT, SLOTTED, 3" ADJ
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TITLE:
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REV DATE DESCRIPTION BY APP
A 1/20/2017 REVISED BEARING SETTING PROCEDURE BJF

ITEM NO. PART NUMBER QTY. DESCRIPTION

1 302002 1 RW-1019B REAR AXLE & TUBE WELDMENT W/BRAKES; 
STD GAGE

2 10570 1 RW-1019-HD WHEEL,NON-INS., W/RACES
3 10580 1 RW-1019-HD WHEEL,INSULATED,w/RACES
4 10592 2 RW-1019-HD SEAL, STANDARD
5 10591 4 RW-1019-HD BEARING CONE
6 10596 2 WASHER,TONGUE (TIMKEN K-91508)
7 10598 2 WASHER, AXLE TAB (TIMKEN WH-08)
8 10595 2  NUT, AXLE (TIMKEN TN-08)
9 10586 1 RW-1019-HD INSULATOR RING

10 10516 2 RW-1019 HUBCAP, H.D. STYLE
11 800109 8 5/16" LOCK WASHER, GRADE 8
12 800108 8 HHCS 5/16-18" x 3/4"
13 818235 2 GREASE FITTING, 1/8" NPT, STRAIGHT

WHEEL ASSEMBLY PROCEDURE
A- PACK ALL BEARINGS ENSURING COMPLETE COVERAGE (INSIDE AND OUT)
B- INSERT BEARING IN INBOARD SIDE OF WHEEL (FLANGE SIDE)
C- PACK GREASE ON INBOARD SIDE OF BEARING, COVERING BACK SIDE OF BEARING
D- INSTALL SEAL BY GENTLY TAPPING WITH HAMMER UNTIL FLUSH WITH WHEEL HUB
E- PLACE WHEEL ON AXLE
F- FILL CAVITY BETWEEN BEARINGS AND AROUND AXLE UNTIL FLUSH WITH OUTBOARD RACE
G- INSERT BEARING IN OUTBOARD SIDE OF WHEEL
H- INSTALL AXLE WASHERS ALIGNING THEM WITH KEYWAY (ITEMS 6 AND 7)
I- INSTALL AXLE NUT (ITEM 8)
J- ADJUST BEARING END-PLAY

1- TIGHTEN AXLE NUT TO 200 FT-LBS WHILE ROTATING WHEEL
2- BACK OFF AXLE NUT ONE FULL TURN
3- TIGHTEN AXLE NUT TO 50 FT-LBS WHILE ROTATING WHEEL
4- BACK OFF AXLE NUT (ITEM 8) BY ONE NOTCH OF THE TAB WASHER (ITEM 7)

K- SELECT TABS ON TAB WASHER THAT MOST NEARLY LINE UP WITH THE SLOTS IN THE AXLE NUT
     AND BEND THEM UP TO SECURE THE NUT
L- VERIFY BEARING END-PLAY IS 0.001”-0.005” WITH A DIAL INDICATOR
M- FILL OUTBOARD CAVITY WITH GREASE
N- RUN A BEAD OF SILICONE ON HUBCAP MOUNTING SURFACE (OUTBOARD FACE OF HUB)
O- INSTALL HUBCAP WITH PROVIDED HEX SCREWS AND LOCK WASHERS

BEARING RACE - 10590 (TIMKEN HM-903210)

WHEEL ASSEMBLY PROCEDURE
A- PACK ALL BEARINGS ENSURING COMPLETE COVERAGE (INSIDE AND OUT)
B- INSERT BEARING IN INBOARD SIDE OF WHEEL (FLANGE SIDE)
C- PACK GREASE ON INBOARD SIDE OF BEARING, COVERING BACK SIDE OF BEARING
D- INSTALL SEAL BY GENTLY TAPPING WITH HAMMER UNTIL FLUSH WITH WHEEL HUB
E- PLACE WHEEL ON AXLE
F- FILL CAVITY BETWEEN BEARINGS AND AROUND AXLE UNTIL FLUSH WITH OUTBOARD RACE
G- INSERT BEARING IN OUTBOARD SIDE OF WHEEL
H- INSTALL AXLE WASHERS ALIGNING THEM WITH KEYWAY (ITEMS 6 AND 7)
I- INSTALL AXLE NUT (ITEM 8)
J- ADJUST BEARING END-PLAY

1- TIGHTEN AXLE NUT TO 200 FT-LBS WHILE ROTATING WHEEL
2- BACK OFF AXLE NUT ONE FULL TURN
3- TIGHTEN AXLE NUT TO 50 FT-LBS WHILE ROTATING WHEEL
4- BACK OFF AXLE NUT (ITEM 8) BY ONE NOTCH OF THE TAB WASHER (ITEM 7)

K- SELECT TABS ON TAB WASHER THAT MOST NEARLY LINE UP WITH THE SLOTS IN THE AXLE NUT
     AND BEND THEM UP TO SECURE THE NUT
L- VERIFY BEARING END-PLAY IS 0.001”-0.005” WITH A DIAL INDICATOR
M- FILL OUTBOARD CAVITY WITH GREASE
N- RUN A BEAD OF SILICONE ON HUBCAP MOUNTING SURFACE (OUTBOARD FACE OF HUB)
O- INSTALL HUBCAP WITH PROVIDED HEX SCREWS AND LOCK WASHERS

W/BRAKES; STD GAGE
RW-1019B INSULATED REAR AXLE ASSY 
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8.1 BEFORE ORDERING PARTS 
 
Required Information for Ordering Parts: 

 You must have your Railgear serial numbers when ordering parts.  This uniquely 
identifies your Railgear, as it was built to your specifications, and also allows DMF to 
help you maintain a history of your Railgear.  If you are placing a parts order through a 
maintenance facility, please inform them of the serial number, so that they can relay the 
information when placing your order. 
 

 Returns:  DMF has a Return Authorization Procedure.  You must contact DMF for an RA# 
before returning any parts for any reason.  Parts will not be credited without an RA#. 
 

 Labor:  In extremely rare situations, on a discretionary basis, and with prior approval, 
DMF will reimburse certain, specific labor costs.  If you feel this may apply in your 
situation, you must contact DMF’s Service Department for a Service Authorization 
Number (SA#).  No labor will be reimbursed without an SA#.  The SA# must be 
included on your request for reimbursement. 
 

 Please use driver’s side / passenger’s side terminology (instead of left/right side) when 
describing issues with your Railgear.  This ensures that everyone involved is clear about 
where the issue is occurring. 

 
Other Considerations for Ordering Parts: 
This is a list of considerations to make before placing a parts order with DMF.  There are many 
variations and customer requirements that we strive to accommodate, and as a result, the 
more information you can provide to us when placing an order, the more likely that we will be 
able to help you quickly and efficiently. 
 
Wheels: 

 If you are a customer using special wheel profiles (this is especially prevalent in Metros), 
please be sure to inform the DMF Parts Department that there may be a special wheel 
profile involved in your order. 
 

 DMF offers both insulated and non-insulated wheels – Please confirm which wheel you 
need before ordering.  Insulated wheels can be identified by a grooved ring machined 
around the inside of the rail wheel.  This grooved ring can been seen and felt, and is 
located about an inch in from the outside tread. 
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DRILL SIZES:

SURF FINISH:
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.XXX

.XX
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-

(UNLESS SPECIFIED)

FRAC, OTHER:

M1019B08

REV:DRAWING NUMBER:

TITLE:

DATE:

FRAC, MACH:

APPD BY:DRAWN BY:

MANUAL, FRONT RAILGEAR ASSEMBLY, RW-
1019B, '08-'16 FORD F4/550

REV DATE DESCRIPTION BY APP

C 6/19/2020 12566 X 4 WAS 605715; ADDED BLUE LOCTITE 242 BJF

B 10/30/2019 605715 WAS 12566 ARB

A 01/03/17 305059 WAS 305027 DJJ

ITEM 
NO. PART NUMBER QTY. DESCRIPTION

1 306045 1 WELDMENT, PS INBOARD FRAME BRKT, '08 F4/550, RW-1019B

2 306044 1 WELDMENT, PS OUTBOARD FRAME BRKT, '08 F4/550, RW-1019B

3 306043 1 WELDMENT, DS INBOARD FRAME BRKT, '08 F4/550, RW-1019B

4 306042 1 WELDMENT, DS OUTBOARD FRAME BRKT, '08 F4/550, RW-1019B

5 302013 1 RW-1019B FORD INSULATED FRONT WHEEL & AXLE ASSY; STD GAGE

6 301039 2 FRONT CYLINDER ASSY, 3" BORE, RW-1019B

7 306035 4 FRONT PIVOT PIN, ZINC PLATED, RW-1019B

8 306036 2 FRONT ROD END PIN, ZINC PLATED; RW-1019B

9 306053 6 TOPHAT, 3/8" BOLT, 1019B FRONT PIN

10 306046 2 FRAME BRKT CROSS TUBE, FRONT, '08 F4/550, RW-1019B

11 304099 2 HANDLE BOLT ASSEMBLY, 11-9/16 HANDLE, 1/2-13 X 2 BOLT, RW-1019B

12 304098 2 FRONT CRUSH TUBE; '08 F4/550, RW-1019B

13 500691 14 FLAT WASHER, 1/2", GR8

14 605076 4 FLAT WASHER, 5/8", GR8

15 12566 5 LOCK WASHER, 3/8", GR8

16 605406 2 HHCS, 5/8-11 X 7-1/2", GR8

17 605006 4 HHCS, 1/2-13 X 2", GR8

18 605121 4 HHCS, 3/8-16 X 1-1/4", GR8

19 605196 2 HHCS, 3/8-16 X 2", GR8

20 605407 2 HHCS, 1/2-13 X 7-1/2", GR8

21 18551 2 5/8"-11 NYLOCK NUT; GR8

22 605077 2 3/8"-16 NYLOCK NUT; GR8

23 12700 2 RW-1019 FRONT HYD. BRAKE ASSY. (1-1/16" BORE)

24 305059 2 CABLE PINOFF, SPRING DETENT ASSEMBLY, 60" X 1" STROKE

25 113014 8 1/2"-13 NYLOCK NUT; GR8

26 12476 1 RW-1019 RAILSWEEP ASSEMBLY - AXLE SET

27 605356 1 HHCS, 3/8-16 X 3/4", GR8

28 307036 1 AXLE HOOK LOCK KIT; RW-1019B; 08 FORD F4/550

SEE DRAWING 307036
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FORD F4/550
FRONT BUMPER SPACER KIT, 2", RW-1019B, '08-'16 

RW-1019B

APPD BY:DRAWN BY:
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.X 
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(UNLESS SPECIFIED)

03/15/15 304106

FRAC, OTHER:

TAM

REV:DRAWING NUMBER:

TITLE:

DATE:

-

REV DATE DESCRIPTION BY APP

ITEM NO. PART NUMBER QTY. DESCRIPTION
1 304105 4 FRONT BUMPER SPACER, 2", RW-1019B, 08' FORD F4/550
2 818465 4 HHCS, 1/2-13 X 3-1/2", GR8
3 500691 8 FLAT WASHER, 1/2", GR8
4 113014 4 1/2"-13 NYLOCK NUT; GR8

3

3& BUMPER BRACKET
FACTORY TOW HOOK 

2 1

4

DRIVERS SIDE SHOWN
REPEAT ON PASSENGER SIDE



FRAC, MACH:

11/10/16BREAK SHARP EDGES .03 X 45° MAX - M1019B15
REV:DRAWING NUMBER:

TITLE:
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REV DATE DESCRIPTION BY APP

B 6/19/2020 12566 WAS 605715; ADDED BLUE LOCTITE 242 BJF

A 10/30/2019 605715 WAS 12566 ARB

ITEM NO. PART NUMBER QTY. DESCRIPTION
1 307069 1 AXLE HOOK LOCK KIT, '17 FORD F450/550
2 306092 1 INBOARD DS FRAME BRKT WELDMENT, '17 F450/550, RW-1019B FNT
3 306091 1 INBOARD PS FRAME WELDMENT, '17 F450/550, RW-1019B FNT
4 306093 1 PS OUTBOARD FRAME BRKT WELDMENT, '17 F450/550, RW-1019B FNT
5 306094 1 DS OUTBOARD FRAME BRKT WELDMENT, '17 F450/550, RW-1019B FNT
6 301039 2 FRONT CYLINDER ASSY, 3" BORE, RW-1019B
7 302013 1 RW-1019B FORD INSULATED FRONT WHEEL & AXLE ASSY; STD GAGE
8 306035 4 FRONT PIVOT PIN, ZINC PLATED, RW-1019B
9 305059 2 CABLE PINOFF, SPRING DETENT ASSEMBLY, 60" X 1" STROKE

10 306090 2 FRONT CRUSH TUBE; '17 F450/550, RW-1019B
11 304099 4 HANDLE BOLT ASSEMBLY, 11-9/16 HANDLE, 1/2-13 X 2 BOLT, RW-1019B
12 304147 2 HANDLE BOLT ASSEMBLY, 11-9/16 HANDLE, 1/2-13 X 1-1/2 BOLT
13 306036 2 FRONT ROD END PIN, ZINC PLATED; RW-1019B
14 306053 6 TOPHAT, 3/8" BOLT, 1019B FRONT PIN
15 605297 2 HHCS, 5/8-11 X 2". GR8
16 605407 2 HHCS, 1/2-13 X 7-1/2", GR8
17 605196 2 HHCS, 3/8-16 X 2", GR8
18 605121 4 HHCS, 3/8-16 X 1-1/4", GR8
19 108268 2 LOCK WASHER, 5/8", GR8
20 600318 2 SQUARE WASHER, 1/2"
21 500691 10 FLAT WASHER, 1/2", GR8
22 113014 8 1/2"-13 NYLOCK NUT; GR8
23 605077 2 3/8"-16 NYLOCK NUT; GR8
24 12566 4 LOCK WASHER, 3/8", GR8
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REV DATE DESCRIPTION BY APP

C 6/19/2020 12566 WAS 605715; ADDED BLUE LOCTITE 242 BJF

B 10/30/2019 605715 WAS 12566 ARB

A 01/02/17 305059 WAS 305027 DJJ

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 302014 1 RW-1019B INS. FRONT WHEEL & AXLE ASSY, STD GAGE
2 301039 2 FRONT CYLINDER ASSY, 3" BORE, RW-1019B
3 306073 1 WELDMENT, PS INBOARD FRAME BRKT, '08 RAM 45/5500, RW-1019B
4 306072 1 WELDMENT, PS OUTBOARD FRAME BRKT, RAM 45/5500, RW-1019B
5 306070 1 WELDMENT, DS OUTBOARD FRAME BRKT, RAM 45/5500, RW-1019B
6 306071 1 WELDMENT, DS INBOARD FRAME BRKT, '08 RAM 45/5500, RW-1019B
7 306035 4 FRONT PIVOT PIN, ZINC PLATED, RW-1019B
8 306036 2 FRONT ROD END PIN, ZINC PLATED; RW-1019B
9 605121 4 HHCS, 3/8-16 X 1-1/4", GR8
10 12566 4 LOCK WASHER, 3/8", GR8
11 306053 6 TOPHAT, 3/8" BOLT, 1019B FRONT PIN
12 605077 2 3/8"-16 NYLOCK NUT; GR8
13 12700 2 RW-1019 FRONT HYD. BRAKE ASSY. (1-1/16" BORE)
14 12476 1 RW-1019 RAILSWEEP ASSEMBLY - AXLE SET
15 605196 2 HHCS, 3/8-16 X 2", GR8
16 305059 2 CABLE PINOFF, SPRING DETENT ASSEMBLY, 60" X 1" STROKE
17 605076 8 FLAT WASHER, 5/8", GR8
18 605120 4 HHCS, 5/8-11 X 5", GR8
19 605075 4 5/8"-11 NYLOCK NUT; GR8
20 605443 4 HHCS, 5/8-11 X 1", GR8
21 108268 4 LOCK WASHER, 5/8", GR8
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REV DATE DESCRIPTION BY APP

B 6/19/2020 12566 WAS 605715; ADED BLUE LOCTITE 242 BJF

A 10/30/2019 605715 WSAS 12566 ARB

ITEM NO. PART NUMBER QTY. DESCRIPTION
1 306119 1 WELDMENT, DS OUTBOARD FRAME BRKT, '19 RAM 45/5500, RW-1019B
2 306121 1 WELDMENT, PS OUTBOARD FRAME BRKT, '19 RAM 45/5500, RW-1019B
3 306120 1 WELDMENT, DS INBOARD FRAME BRKT, '19 RAM 45/5500, RW-1019B
4 306122 1 WELDMENT, PS INBOARD FRAME BRKT, '19 RAM 45/5500, RW-1019B
5 301039 2 FRONT CYLINDER ASSY, 3" BORE, RW-1019B
6 302014 1 RW-1019B INS. FRONT WHEEL & AXLE ASSY, STD GAGE 08+ RAM
7 306035 4 FRONT PIVOT PIN, ZINC PLATED, RW-1019B
8 306036 2 FRONT ROD END PIN, ZINC PLATED; RW-1019B
9 306053 6 TOPHAT, 3/8" BOLT, 1019B FRONT PIN

10 605120 4 HHCS, 5/8-11 X 5", GR8
11 605196 2 HHCS, 3/8-16 X 2", GR8
12 605121 4 HHCS, 3/8-16 X 1-1/4", GR8
13 605443 4 HHCS, 5/8-11 X 1", GR8
14 605076 8 FLAT WASHER, 5/8", GR8
15 108268 4 LOCK WASHER, 5/8", GR8
16 605075 4 5/8"-11 NYLOCK NUT; GR8
17 305059 2 CABLE PINOFF, SPRING DETENT ASSEMBLY, 60" X 1" STROKE
18 12700 2 RW-1019 FRONT HYD. BRAKE ASSY. (1-1/16" BORE)
19 12476 1 RW-1019 RAILSWEEP ASSEMBLY - AXLE SET
20 605077 2 3/8"-16 NYLOCK NUT; GR8
21 12566 4 LOCK WASHER, 3/8", GR8
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REV DATE DESCRIPTION BY APP

B 6/19/2020 12566 WAS 605715; ADDED BLUE LOCTITE 242 BJF

A 10/30/2019 605715 WAS 12566 ARB

ITEM NO. PART NUMBER DESCRIPTION

1 302047 1 RW1019B '19 GM 4X4 INSULATED FRONT WHEEL AND AXLE ASSY; STD 
GAGE

2 12204 2 WELDMENT, 1019B SHORT EXTENDED LONG ARM, INBOARD DS

3 12205 2 WELDMENT, 1019B SHORT EXTENDED LONG ARM, INBOARD PS

4 810540 1 WELDMENT, FRONT FRAME EXTENSION, DS, 4WD '19 GM 4/5/6500

5 810541 1 WELDMENT, FRONT FRAME EXTENSION, PS,  4WD '19 GM 4/5/6500

6 240099 1 HYDRAULIC CYLINDER ASSEMBLY, FRONT DRIVER SIDE, RW-
1630/1420/1212/1019

7 240100 1 HYDRAULIC CYLINDER ASSEMBLY, FRONT PASSENGER SIDE, RW-
1630/1420/1212/1019

8 12700 2 RW-1019 FRONT HYD. BRAKE ASSY. (1-1/16" BORE)

9 12476 1 RW-1019 RAILSWEEP ASSEMBLY - AXLE SET

10 304164 2 WELDMENT, SPRING MOUNT, 4WD, '19 GM 4/5/6500

11 304170 1 WELDMENT, SPRING HANGER, DS, '19 GM 4/5/6500

12 304174 1 WELDMENT, SPRING HANGER, PS, '19 GM 4/5/6500

13 810264 2 2" CROSS TUBE MOUNTING BLOCK

14 305059 2 CABLE PINOFF, SPRING DETENT ASSEMBLY, 60" X 1" STROKE

15 702114 2 PIN, PLATED, ANTI-ROTATION HOLE, 1" DIA X 5-11/16" GRIP

16 306053 2 TOPHAT, 3/8" BOLT, 1019B FRONT PIN

17 605172 2 HHCS, 3/8-16 X 1", GR8

18 12049 2 HHCS 3/4-10X9; GR8

19 12044 2 RW-1212 / 1420 TIE PIN SPACER TUBE

20 818161 2 HEX NUT, 3/4-10"

21 12052 4 RW-1212 / 1420 FRONT CYLINDER SPACER

22 605547 6 HHCS 5/8-11 X 2-1/2", GRADE 8

23 18551 6 5/8"-11 NYLOCK NUT; GR8

24 605076 6 FLAT WASHER, 5/8", GR8

25 605011 4 HEX NUT, 1/2-13, GR8

26 12481 4 LOCK WASHER, 1/2", GR8

27 605577 4 CARRIAGE BOLT; 1/2"-13 X 1.5L, GR8

28 818124 6 RW-1630 FRONT PIN WELDMENT

29 818127 6 SLOTTED HEX NUT, 1"-8, GR8

30 818128 6 COTTER PIN, 3/16" X 2"

31 818134 4 SLOTTED HEX NUT, 1-1/2"-6, GR5

32 818136 4 FLAT WASHER, 1-1/2" GR5

33 818137 4 COTTER PIN, 1/4"x2-1/2"

34 12566 2 LOCK WASHER, 3/8", GR8
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REV DATE DESCRIPTION BY APP

A 6/19/2020 12566 WAS 605715; ADDED BLUE LOCTITE 242 BJF

ITEM NO. PART NUMBER DESCRIPTION

1 810544 1 WELDMENT, FRONT FRAME EXTENSION, DS, 2WD '19 GM 4/5/6500 

2 810545 1 WELDMENT, FRONT FRAME EXTENSION, PS, 2WD '19 GM 4/5/6500

3 306094 1 DS OUTBOARD FRAME BRKT WELDMENT, '17 F450/550, RW-1019B FNT

4 306093 1 PS OUTBOARD FRAME BRKT WELDMENT, '17 F450/550, RW-1019B FNT

5 306092 1 INBOARD DS FRAME BRKT WELDMENT, '17 F450/550, RW-1019B FNT

6 306091 1 INBOARD PS FRAME WELDMENT, '17 F450/550, RW-1019B FNT

7 304187 2 BURNOUT, 1019B RAILGEAR SPACER PLATE, 2WD '19 GM 4/5/6500 

8 302013 1 RW-1019B FORD INSULATED FRONT WHEEL & AXLE ASSY; STD GAGE

9 307082 1 AXLE HOOK LOCK KIT, 2019+ 2WD GM 4/5/6500

10 301039 2 FRONT CYLINDER ASSY, 3" BORE, RW-1019B

11 305059 2 CABLE PINOFF, SPRING DETENT ASSEMBLY, 60" X 1" STROKE

12 12700 2 RW-1019 FRONT HYD. BRAKE ASSY. (1-1/16" BORE)

13 12476 1 RW-1019 RAILSWEEP ASSEMBLY - AXLE SET

14 306035 4 FRONT PIVOT PIN, ZINC PLATED, RW-1019B

15 306036 2 FRONT ROD END PIN, ZINC PLATED; RW-1019B

16 306053 6 TOPHAT, 3/8" BOLT, 1019B FRONT PIN

17 605121 4 HHCS, 3/8-16 X 1-1/4", GR8

18 605196 2 HHCS, 3/8-16 X 2", GR8

19 605077 2 3/8"-16 NYLOCK NUT; GR8

20 108268 2 LOCK WASHER, 5/8", GR8

21 605297 2 HHCS, 5/8-11 X 2". GR8

22 113006 6 HHCS 5/8-11 X 3", GR8

23 605076 6 FLAT WASHER, 5/8", GR8

24 18551 6 5/8"-11 NYLOCK NUT; GR8

25 304099 4 HANDLE BOLT ASSEMBLY, 11-9/16 HANDLE, 1/2-13 X 2 BOLT, RW-1019B

26 304192 2 HANDLE BOLT ASSEMBLY, 11-9/16 HANDLE, 1/2-13 X 2-1/2 BOLT

27 605407 2 HHCS, 1/2-13 X 7-1/2", GR8

28 500691 10 FLAT WASHER, 1/2", GR8

29 113014 8 1/2"-13 NYLOCK NUT; GR8

30 12566 4 LOCK WASHER, 3/8", GR8



REV DATE DESCRIPTION BY APP
A 1/20/2017 REVISED BEARING SETTING PROCEDURE BJF

WHEEL ASSEMBLY PROCEDURE
A- PACK ALL BEARINGS ENSURING COMPLETE COVERAGE (INSIDE AND OUT)
B- INSERT BEARING IN INBOARD SIDE OF WHEEL (FLANGE SIDE)
C- PACK GREASE ON INBOARD SIDE OF BEARING, COVERING BACK SIDE OF BEARING
D- INSTALL SEAL BY GENTLY TAPPING WITH HAMMER UNTIL FLUSH WITH WHEEL HUB
E- PLACE WHEEL ON AXLE
F- FILL CAVITY BETWEEN BEARINGS AND AROUND AXLE UNTIL FLUSH WITH OUTBOARD RACE
G- INSERT BEARING IN OUTBOARD SIDE OF WHEEL
H- INSTALL AXLE WASHERS ALIGNING THEM WITH KEYWAY (ITEMS 10 AND 11)
I- INSTALL AXLE NUT (ITEM 12)
J- ADJUST BEARING END-PLAY

1- TIGHTEN AXLE NUT TO 200 FT-LBS WHILE ROTATING WHEEL
2- BACK OFF AXLE NUT ONE FULL TURN
3- TIGHTEN AXLE NUT TO 50 FT-LBS WHILE ROTATING WHEEL
4- BACK OFF AXLE NUT (ITEM 12) BY ONE NOTCH OF THE TAB WASHER (ITEM 11)

K- SELECT TABS ON TAB WASHER THAT MOST NEARLY LINE UP WITH THE SLOTS IN THE AXLE NUT
     AND BEND THEM UP TO SECURE THE NUT
L- VERIFY BEARING END-PLAY IS 0.001”-0.005” WITH A DIAL INDICATOR
M- FILL OUTBOARD CAVITY WITH GREASE
N- RUN A BEAD OF SILICONE ON HUBCAP MOUNTING SURFACE (OUTBOARD FACE OF HUB)
O- INSTALL HUBCAP WITH PROVIDED HEX SCREWS AND LOCK WASHERS

ITEM NO. PART NUMBER QTY. DESCRIPTION
1 10570 1 RW-1019-HD WHEEL,NON-INS., W/RACES
2 10658 1 RW-1019-HD AXLE TUBE ASSY., FRONT RH
3 10660 1 RW-1019-HD AXLE TUBE ASSY., FRONTLH
4 306031 1 PIVOT ARM WELDMENT, DS '08 F4/550, RW-1019B
5 306032 1 PIVOT ARM WELDMENT, PS '08 F4/550, RW-1019B
6 10603 1 RW-1019-HD AXLE
7 10592 2 RW-1019-HD SEAL, STANDARD
8 10591 4 RW-1019-HD BEARING CONE
9 10580 1 RW-1019-HD WHEEL,INSULATED,w/RACES

10 10596 2 WASHER,TONGUE (TIMKEN K-91508)
11 10598 2 WASHER, AXLE TAB (TIMKEN WH-08)
12 10595 2  NUT, AXLE (TIMKEN TN-08)
13 10586 1 RW-1019-HD INSULATOR RING
14 10516 2 RW-1019 HUBCAP, H.D. STYLE
15 800109 8 5/16" LOCK WASHER, GRADE 8
16 800108 8 HHCS 5/16-18" x 3/4"
17 12564 1 PIN, AXLE, ANTI-ROTATION
18 12566 1 3/8" LOCK WASHER, GRADE 8

BEARING RACE: P/N 10590 (TIMKEN HM-903210)

A

WHEEL ASSEMBLY PROCEDURE
A- PACK ALL BEARINGS ENSURING COMPLETE COVERAGE (INSIDE AND OUT)
B- INSERT BEARING IN INBOARD SIDE OF WHEEL (FLANGE SIDE)
C- PACK GREASE ON INBOARD SIDE OF BEARING, COVERING BACK SIDE OF BEARING
D- INSTALL SEAL BY GENTLY TAPPING WITH HAMMER UNTIL FLUSH WITH WHEEL HUB
E- PLACE WHEEL ON AXLE
F- FILL CAVITY BETWEEN BEARINGS AND AROUND AXLE UNTIL FLUSH WITH OUTBOARD RACE
G- INSERT BEARING IN OUTBOARD SIDE OF WHEEL
H- INSTALL AXLE WASHERS ALIGNING THEM WITH KEYWAY (ITEMS 10 AND 11)
I- INSTALL AXLE NUT (ITEM 12)
J- ADJUST BEARING END-PLAY

1- TIGHTEN AXLE NUT TO 200 FT-LBS WHILE ROTATING WHEEL
2- BACK OFF AXLE NUT ONE FULL TURN
3- TIGHTEN AXLE NUT TO 50 FT-LBS WHILE ROTATING WHEEL
4- BACK OFF AXLE NUT (ITEM 12) BY ONE NOTCH OF THE TAB WASHER (ITEM 11)

K- SELECT TABS ON TAB WASHER THAT MOST NEARLY LINE UP WITH THE SLOTS IN THE AXLE NUT
     AND BEND THEM UP TO SECURE THE NUT
L- VERIFY BEARING END-PLAY IS 0.001”-0.005” WITH A DIAL INDICATOR
M- FILL OUTBOARD CAVITY WITH GREASE
N- RUN A BEAD OF SILICONE ON HUBCAP MOUNTING SURFACE (OUTBOARD FACE OF HUB)
O- INSTALL HUBCAP WITH PROVIDED HEX SCREWS AND LOCK WASHERS

AXLE ASSY; STD GAGE
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WHEEL ASSEMBLY PROCEDURE
A- PACK ALL BEARINGS ENSURING COMPLETE COVERAGE (INSIDE AND OUT)
B- INSERT BEARING IN INBOARD SIDE OF WHEEL (FLANGE SIDE)
C- PACK GREASE ON INBOARD SIDE OF BEARING, COVERING BACK SIDE OF BEARING
D- INSTALL SEAL BY GENTLY TAPPING WITH HAMMER UNTIL FLUSH WITH WHEEL HUB
E- PLACE WHEEL ON AXLE
F- FILL CAVITY BETWEEN BEARINGS AND AROUND AXLE UNTIL FLUSH WITH OUTBOARD RACE
G- INSERT BEARING IN OUTBOARD SIDE OF WHEEL
H- INSTALL AXLE WASHERS ALIGNING THEM WITH KEYWAY (ITEMS 10 AND 11)
I- INSTALL AXLE NUT (ITEM 12)
J- ADJUST BEARING END-PLAY

1- TIGHTEN AXLE NUT TO 200 FT-LBS WHILE ROTATING WHEEL
2- BACK OFF AXLE NUT ONE FULL TURN
3- TIGHTEN AXLE NUT TO 50 FT-LBS WHILE ROTATING WHEEL
4- BACK OFF AXLE NUT (ITEM 12) BY ONE NOTCH OF THE TAB WASHER (ITEM 11)

K- SELECT TABS ON TAB WASHER THAT MOST NEARLY LINE UP WITH THE SLOTS IN THE AXLE NUT
     AND BEND THEM UP TO SECURE THE NUT
L- VERIFY BEARING END-PLAY IS 0.001”-0.005” WITH A DIAL INDICATOR
M- FILL OUTBOARD CAVITY WITH GREASE
N- RUN A BEAD OF SILICONE ON HUBCAP MOUNTING SURFACE (OUTBOARD FACE OF HUB)
O- INSTALL HUBCAP WITH PROVIDED HEX SCREWS AND LOCK WASHERS

BEARING RACE: P/N 10590 (TIMKEN HM-903210)

A
REV DATE DESCRIPTION BY APP
A 1/20/2017 REVISED BEARING SETTING PROCEDURE BJF

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 10570 1 RW-1019-HD WHEEL,NON-INS., W/RACES
2 10658 1 RW-1019-HD AXLE TUBE ASSY., FRONT RH
3 10660 1 RW-1019-HD AXLE TUBE ASSY., FRONTLH
4 306067 1 PIVOT ARM WELDMENT, DS, '08 RAM 45/5500, RW-1019B
5 306068 1 PIVOT ARM WELDMENT, PS, '08 RAM 45/5500, RW-1019B
6 10603 1 RW-1019-HD AXLE
7 10592 2 RW-1019-HD SEAL, STANDARD
8 10591 4 RW-1019-HD BEARING CONE
9 10580 1 RW-1019-HD WHEEL,INSULATED,w/RACES

10 10596 2 WASHER,TONGUE (TIMKEN K-91508)
11 10598 2 WASHER, AXLE TAB (TIMKEN WH-08)
12 10595 2  NUT, AXLE (TIMKEN TN-08)
13 10586 1 RW-1019-HD INSULATOR RING
14 10516 2 RW-1019 HUBCAP, H.D. STYLE
15 108220 8 LOCK WASHER, 5/16", GR8
16 800108 8 HHCS 5/16-18" x 3/4"
17 12564 1 PIN, AXLE, ANTI-ROTATION
18 12566 1 LOCK WASHER, 3/8", GR8
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O- INSTALL HUBCAP WITH PROVIDED HEX SCREWS AND LOCK WASHERS
N- RUN A BEAD OF SILICONE ON HUBCAP MOUNTING SURFACE (OUTBOARD FACE OF HUB)
M- FILL OUTBOARD CAVITY WITH GREASE

2

WHEEL ASSEMBLY PROCEDURE:
A- PACK ALL BEARINGS ENSURING COMPLETE COVERAGE (INSIDE AND OUT)
B- INSERT BEARING IN INBOARD SIDE OF WHEEL (FLANGE SIDE)
C- PACK GREASE ON INBOARD SIDE OF BEARING, COVERING BACK SIDE OF BEARING
D- INSTALL SEAL BY GENTLY TAPPING WITH HAMMER UNTIL FLUSH WITH WHEEL HUB
E- PLACE WHEEL ON AXLE
F- FILL CAVITY BETWEEN BEARINGS AND AROUND AXLE UNTIL FLUSH WITH OUTBOARD RACE
G- INSERT BEARING IN OUTBOARD SIDE OF WHEEL
H- INSTALL AXLE WASHERS ALIGNING THEM WITH KEYWAY (ITEMS 10 AND 11)
I- INSTALL AXLE NUT (ITEM 12)
J- ADJUST BEARING END-PLAY

1- TIGHTEN AXLE NUT TO 200 FT-LBS WHILE ROTATING WHEEL
2- BACK OFF AXLE NUT ONE FULL TURN
3- TIGHTEN AXLE NUT TO 50 FT-LBS WHILE ROTATING WHEEL
4- BACK OFF AXLE NUT BY ONE BY ONE NOTCH OF THE TAB WASHER (ITEM 11)

K- SELECT TABS ON TAB WASHER THAT MOST NEARLY LINE UP WITH THE SLOTS IN THE AXLE NUT
    AND BEND THEM UP TO SECURE THE NUT
L- VERIFY BEARING END-PLAY IS 0.001" - 0.005" WITH A DIAL INDICATOR

6

REV DATE DESCRIPTION BY APP

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 12109 2 1212 PIVOT ARM ASSY. FOR 1019 TUBE, RH
2 12108 2 1212 PIVOT ARM ASSY. FOR 1019 TUBE, LH
3 10658 1 RW-1019-HD AXLE TUBE ASSY., FRONT RH
4 10660 1 RW-1019-HD AXLE TUBE ASSY., FRONTLH
5 10570 1 RW-1019-HD WHEEL,NON-INS., W/RACES
6 10603 1 RW-1019-HD AXLE
7 10592 2 RW-1019-HD SEAL, STANDARD
8 10591 4 RW-1019-HD BEARING CONE
9 10580 1 RW-1019-HD WHEEL,INSULATED,w/RACES
10 10596 2 WASHER,TONGUE (TIMKEN K-91508)
11 10598 2 WASHER, AXLE TAB (TIMKEN WH-08)
12 10595 2  NUT, AXLE (TIMKEN TN-08)
13 10586 1 RW-1019-HD INSULATOR RING
14 10516 2 RW-1019 HUBCAP, H.D. STYLE
15 800109 8 LOCK WASHER, 5/16", GR8
16 800108 8 HHCS, 5/16-18 X 3/4", GR5
17 12564 1 PIN, AXLE, ANTI-ROTATION
18 12566 1 LW 3/8" GR 8



10

9

2
MATCH DRILL FRAME (2X 1/2")

12 INSERT THROUGH FRAME ACCESS HOLE
REQUIRES CLEARANCE NOTCH
FOR CYLINDER MOUNT

21 22

16 1715

18

1913

DRIVER SIDE BODY GUSSET

2021

3

9

ADJUST HOOK FOR 1/4" MIN.

FITTING
GREASE 

 CLEARANCE TO CATCH PIN

23

24

4

SHORTEN IF NECESSARY TO 
BRING FLUSH WITH INSIDE OF ARM

LOWER END OF SHOCK ABSORBER FOR CLEARANCE.
INSTALL/TIGHTEN BOLTS ON ONE SIDE OF TRUCK BEFORE 

9

ON UPPER BOLT

3

6

7

5 4

8

1

1
4x4 MODELS: REUSE
FACTORY WELDED NUT

•
LOOSENING/REMOVING BOLTS  ON OPPOSITE  SIDE.

TEMPORARILY DISCONNECT AND RELOCATE •

REV DATE DESCRIPTION BY APP
A 10/28/2016 ADDED TIRE LIFT NOTE BJF

INSTALLATION NOTES:
DRIVERS SIDE SHOWN.  REPEAT FOR PASSENGER SIDE.•
CLEARANCE NOTCH FOR CYLINDER REQUIRED IN DRIVERS SIDE BODY GUSSET.•
LOWER HOOKS SHOULD CLEAR CATCH PINS BY 1/4" MINIMUM WHEN ENGAGED•
ON LEVEL GROUND WITH TRUCK NEAR SERVICE WEIGHT.
GREASE UPPER HOOK PIVOT POINTS AFTER INSTALLATION.•
SEE DRAWING #301057/301058  FOR HYDRAULIC SCHEMATICS.•
SEE DRAWING # 309003/309004 FOR ELECTRICAL SCHEMATICS.•
CYLINDER PORTS ARE 1/8-BSPT FEMALE. MATCHING FITTINGS PROVIDED.  APPLY •
THREAD SEALANT DURING INSTALLATION. DO NOT SUBSTITUTE NPT FITTINGS.
ROUTE HYDRAULIC LINES CLEAR OF EXHAUST AND PINCH/WEAR HAZARDS.•
WITH AXLE LOCK ENGAGED AND RAILGEAR DEPLOYED, MINIMUM ACCEPTABLE •
TIRE LIFT ABOVE RAIL IS 2"

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 307019 1 WELDMENT, RADIUS ARM BRACKET, DS, RW-1019B, '08 FORD F4/550
2 307020 1 WELDMENT, RADIUS ARM BRACKET, PS, RW-1019B, '08 FORD F4/550
3 605268 4 HHCS, M18-2.5 X 140MM, CLASS 10.9
4 605269 4 FLAT WASHER, M18
5 605270 4 LOCK NUT, M18-2.5, CLASS 10
6 605010 2 HEX HEAD CAP SCREW, 1/2-12 X 4-1/4", GR8
7 307030 2 RADIUS ARM CRUSH TUBE, RW-1019B, '08 FORD F4/550
8 500691 2 1/2" FLAT WASHER; GR8
9 113014 10 1/2"-13 NYLOCK NUT; GR8

10 307025 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, DS, RW-1019B, '08 FORD F4/550
11 307026 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, PS, RW-1019B, '08 FORD F4/550
12 307035 2 WELDMENT; AXLE HOOK LOCK BOLT PLATE ; RW-1019B; '08 FORD F4/550
13 307031 1 DS UPPER HOOK WELDMENT; RW-1019B, '08 FORD F4/550
14 307032 1 PS UPPER HOOK WELDMENT; RW-1019B, '08 FORD F4/550
15 605022 2 FENDER WASHER; 3/8"
16 12566 2 LOCK WASHER, 3/8", GR8
17 605356 2 HHCS 3/8-16 X 3/4" GRADE 8
18 301054 2 AXLE HOOK LOCK CYLINDER; W/ CLEVIS;  RW-1019B
19 818456 2 COTTER PIN, 1/8" X 1-1/2"
20 605082 2 HHCS, 3/8-16 X 1-3/4", GR8
21 818508 4 FLAT WASHER, 3/8", GR8
22 605077 2 3/8"-16 NYLOCK NUT; GR8
23 307029 2 LOWER HOOK LOCK, AXLE HOOK LOCK, RW-1019B, '08 FORD F4/550
24 605259 4 HEX HEAD CAP SCREW, 1/2-13 X 1-3/4", GRADE 8

A

INSTALLATION NOTES:
DRIVERS SIDE SHOWN.  REPEAT FOR PASSENGER SIDE.•
CLEARANCE NOTCH FOR CYLINDER REQUIRED IN DRIVERS SIDE BODY GUSSET.•
LOWER HOOKS SHOULD CLEAR CATCH PINS BY 1/4" MINIMUM WHEN ENGAGED•
ON LEVEL GROUND WITH TRUCK NEAR SERVICE WEIGHT.
GREASE UPPER HOOK PIVOT POINTS AFTER INSTALLATION.•
SEE DRAWING #301057/301058  FOR HYDRAULIC SCHEMATICS.•
SEE DRAWING # 309003/309004 FOR ELECTRICAL SCHEMATICS.•
CYLINDER PORTS ARE 1/8-BSPT FEMALE. MATCHING FITTINGS PROVIDED.  APPLY •
THREAD SEALANT DURING INSTALLATION. DO NOT SUBSTITUTE NPT FITTINGS.
ROUTE HYDRAULIC LINES CLEAR OF EXHAUST AND PINCH/WEAR HAZARDS.•
WITH AXLE LOCK ENGAGED AND RAILGEAR DEPLOYED, MINIMUM ACCEPTABLE •
TIRE LIFT ABOVE RAIL IS 2"

RW-1019B

A

.X 

ANGULAR:

BREAK SHARP EDGES ( 0.030 X 45° MAX )

± 1/16"

± .005
± .030

+ .015

± 1/32"

± .063

± 1°

2A AND 2B
125 MICRO

DRILL SIZES:

SURF FINISH:
THREADS:

.XXX

.XX

TOLERANCES:

FRAC, MACH:

(UNLESS SPECIFIED)

8/11/14 307036

REV:DRAWING NUMBER:

TITLE:

DATE:APPD BY:DRAWN BY:

FRAC, OTHER:

DIVERSIFIED METAL FABRICATORS,INC.(404)875-1512

TAM -

AXLE HOOK LOCK KIT; RW-1019B; '08-'16 
FORD F4/550



9

14 24 20

13 21 18

1

4X4 MODELS REUSE 
FACTORY WELDED 
NUT ON UPPER BOLT

SHORTEN IF NECASSARY 
TO BRING FLUSH WITH 
INSIDE OF ARM

TEMPORARILY DISCONNECT & RELOCATE LOWER END •
OF SHOCK ABSORBER FOR CLEARANCE
INSTALL/TIGHTEN BOLTS ON ONE SIDE OF TRUCK BEFORE •
LOOSENING/REMOVING BOLTS ON OPPOSITE SIDE

11
3

20 24

10

20 24

FRAME ACCESS 
HOLE

INSERT BRACKET THROUGH 
FRAME ACCESS HOLE 
USING BOLT LEADERS

MATCH DRILL 
HOLES IN FRAME. 
(2X  9/16")

INSERT HANDLE BOLT THROUGH ACCESS HOLE & •
OUT THROUGH SLOT IN BOTTOM OF FRAME
POSITION FRAME BRACKET AGAINST SIDE OF FRAME •
& INSERT HANDLE BOLT THROUGH HOLE IN BOTTOM 
OF BRACKET
POSITION BRACKET TO BACK OF SLOT & SECURE IN •
POSITION
MATCH DRILL HOLES IN FRAME AS INDICATED •
USING FRAME BRACKET AS A TEMPLATE. USE SET OF 
HOLES INDICATED.
USING BOLT LEADERS INSERT BACKING PLATE •
THROUGH FRAME ACCESS HOLE & SECURE TO 
FRAME BRACKET

27

A

12
8

17

19

2522

23 16

5

7

15 2420

ADJUST HOOK POSITION 
FOR A MIN CLEARANCE 
OF 1/4" WITH CATCH PIN

GREASE FITTING

USE THESE 2 HOLES FOR 
MATCH DRILL FOR BOTH SIDES.
OTHER HOLES ARE FOR 
OPTIONAL EQUIPMENT.

DRIVER'S SIDE FRAME BRACKET.

   

B

NOTES:
DRIVER'S SIDE SHOWN. REPEAT FOR PASSENGER'S SIDE.1.
LOWER HOOKS SHOULD CLEAR CATCH PINS BY 1/4" MINIMUM 2.
WHEN ENGAGED ON LEVEL GROUND W/ TRUCK NEAR 
SERVICE WEIGHT.
GREASE UPPER HOOK PIVOT POINTS AFTER INSTALLATION.3.
SEE DRAWING 301057/301058 FOR HYDRAULIC SCHEMATICS.4.
SEE DRAWING 309003/ 309004 FOR ELECTICAL SCHEMATICS.5.
CYLINDER PORTS ARE 1/8-BSPT FEMALE. MATCHING FITTINGS 6.
PROVIDED.  APPLY THREAD SEALANT DURING INSTALLATION.  
DO NOT SUBSTITUTE NPT FITTINGS.
ROUTE HYDRAULIC LINES CLEAR OF EXHAUST & PINCH/WEAR 7.
HAZARDS.
WITH AXLE LOCK ENGAGED & RAILGEAR DEPLOYED, MINIMUM 8.
ACCEPTABLE TIRE LIFT ABOVE RAIL IS 2".

REV DATE DESCRIPTION BY APP

B 9/18/2019 ADDED MATCH DRILL NOTE ARB

A 10/27/17 ADDED 605449 DJJ

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 307067 1 WELDMENT, RADIUS ARM BRACKET, DS, RW-1019B, '17 FORD F4/550
2 307068 1 WELDMENT, RADIUS ARM BRACKET, PS, RW-1019B, '17 FORD F4/550

3 307063 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, DS, RW-1019B, '17 
FORD F4/550

4 307064 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, PS, RW-1019B, '17 
FORD F4/550

5 307031 1 DS UPPER HOOK WELDMENT; RW-1019B, '08 FORD F4/550
6 307032 1 PS UPPER HOOK WELDMENT; RW-1019B, '08 FORD F4/550
7 307029 2 LOWER HOOK LOCK, AXLE HOOK LOCK, RW-1019B, '08 FORD F4/550
8 301054 2 AXLE HOOK LOCK CYLINDER; DOUBLE CLEVIS;  RW-1019B
9 307030 2 RADIUS ARM CRUSH TUBE, RW-1019B, '08 FORD F4/550

10 307057 2 WELDMENT; AXLE HOOK LOCK BOLT PLATE ; RW-1019B; '08 RAM 
4/5500

11 304147 2 HANDLE BOLT ASSEMBLY, 11-9/16 HANDLE, 1/2-13 X 1-1/2 BOLT
12 818456 2 COTTER PIN, 1/8" X 1-1/2"
13 605268 4 HHCS, M18-2.5 X 140MM, CLASS 10.9
14 605010 2 HHCS, 1/2-13 X 4-1/4", GR8
15 605259 4 HHCS, 1/2-13 X 1-3/4", GR8
16 605082 2 HHCS, 3/8-16 X 1-3/4", GR8
17 605356 2 HHCS, 3/8-16 X 3/4", GR8
18 605270 4 LOCK NUT, M18-2.5, CLASS 10
19 605077 2 3/8"-16 NYLOCK NUT; GR8
20 113014 12 1/2"-13 NYLOCK NUT; GR8
21 605269 4 FLAT WASHER, M18
22 605022 2 FENDER WASHER; 3/8"
23 818508 4 FLAT WASHER, 3/8", GR8
24 500691 16 FLAT WASHER, 1/2", GR8
25 12566 2 LOCK WASHER, 3/8", GR8
27 605449 4 1/2" BOLT LEADER

BREAK SHARP EDGES .03 X 45° MAX

TOLERANCES (UNLESS SPECIFIED):

307069
REV:DRAWING NUMBER:

TITLE:

DATE:APPD BY:DRAWN BY:

THIS DRAWING CONTAINS CONFIDENTIAL PROPRIETARY INFORMATION OF DIVERSIFIED 
METAL FABRICATORS, INC (DMF). COPYRIGHT DMF, ALL RIGHTS RESERVED.

DJJ -

RW-1019B

11/07/16 B

AXLE HOOK LOCK KIT, '17 FORD F450/550
FRAC, MACH:
FRAC, OTHER:
.X
.XX
.XXX
DRILL SIZES:
ANGULAR:
SURF FINISH:
THREADS:

± 1/32"
±1/16"
± .063
± .030
± .005
+ .015
± 1°
125 MICRO
2A AND 2B

DMF (404)875-1512



DIVERSIFIED METAL FABRICATORS,INC.(404)875-1512

DRAWN BY:

RW-1019B

12/19/14 B

.X 

ANGULAR:

BREAK SHARP EDGES ( 0.030 X 45° MAX )

± 1/16"

± .005
± .030

+ .015

± 1/32"

± .063

± 1°

2A AND 2B
125 MICRO

DRILL SIZES:

SURF FINISH:
THREADS:

.XXX

.XX

TAM

FRAC, MACH:

(UNLESS SPECIFIED)

FRAC, OTHER:

307058

REV:DRAWING NUMBER:

TITLE:

APPD BY:

TOLERANCES:

-

DATE:

AXLE LOCK KIT; '08-'18 4X4, '08+ 4X2 RAM 
4/5500; RW-1019B

REV DATE DESCRIPTION BY APP

B 9/9/2019 UPDATED MODEL YEAR INFORMATION ARB

A 10/28/2016 ADDED TIRE LIFT NOTE BJF

ITEM NO. PART 
NUMBER QTY. DESCRIPTION

1 307048 1 DS AXLE BRACKET,4X4, AXLE LOCK,4X4, '08- '18 RAM 4/5500, RW-1019B

2 307049 1 DS AXLE BRACKET, 4x2, AXLE LOCK, '08 RAM 4/5500, RW-1019B

3 307050 1 PS AXLE BRACKET, AXLE LOCK, '08- '18 4X4; '08+ 4X2 RAM 4/5500, RW-1019B

4 605268 2 HHCS, M18-2.5 X 140MM, CLASS 10.9

5 605269 4 FLAT WASHER, M18

6 605270 2 LOCK NUT, M18-2.5, CLASS 10

7 605259 6 HHCS, 1/2-13 X 1-3/4", GR8

8 500691 4 FLAT WASHER, 1/2", GR8

9 113014 6 1/2"-13 NYLOCK NUT; GR8

10 307038 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, DS, '08-'18 4X4, '08+ 4X2 RAM 
4/5500, RW-1019B

11 307039 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, PS, '08-'18 4X4, '08+ 4X2 RAM 
4/5500, RW-1019B

12 307057 2 WELDMENT; AXLE HOOK LOCK BOLT PLATE ; RW-1019B; '08 RAM 4/5500

13 605449 4 1/2" BOLT LEADER

14 605448 4 FLANGE LOCKNUT; 1/2-13 GR8

15 307040 1 DS UPPER AXLE HOOK WELDMENT; '08-'18 4X4, '08+ 4X2 RAM 4/5500; RW-1019B

16 307041 1 PS UPPER AXLE HOOK WELDMENT; '08-'18 4X4, '08+ 4X2 RAM 4/5500; RW-1019B

17 605356 2 HHCS, 3/8-16 X 3/4", GR8

18 12566 2 LOCK WASHER, 3/8", GR8

19 605022 2 FENDER WASHER; 3/8"

20 301064 2 AXLE HOOK LOCK CYLINDER; SINGLE CLEVIS;  RW-1019B

21 605446 2 SHOULDER BOLT; 3/8" X 2-1/4

22 605447 2 SHOULDER BOLT; 3/8" X 3/4"

23 818508 4 FLAT WASHER, 3/8", GR8

24 20342 4 5/16"-18 NYLOCK NUT; GR8

25 307043 2 LOWER HOOK LOCK, AXLE HOOK LOCK, RW-1019B, '08 RAM 4/5500

26 605445 4 CUSHION CLAMP; 1/2"

27 11257 4 1/4"-20 NYLOCK NUT; GR8

28 605177 4 HHCS, 1/4-20 X 1", GR5

EXISTING FRAME
HOLES

FISH BARE ENDS OF BOLT LEADERS
FROM INBOARD FRAME ACCESS HOLE 

TO OUTBOARD FRAME HOLE

ADJUST HOOK FOR 1/4" MIN.
CLEARANCE TO CATCH PIN

GREASE FITTING BETWEEN 
HOOK AND 
FRAME BRACKET

INSTALLATION NOTES:
SEE MANUAL SECTION 4.6.7 FOR BRAKE LINE RELOCATION DETAILS•
PASSENGER SIDE SHOWN.  REPEAT ALL STEPS FOR DRIVER SIDE.•
LOWER LOOKS SHOULD CLEAR CATCH PINS BY 1/4" MINIMUM •
WHEN ENGAGED ON LEVEL GROUND WITH TRUCK NEAR SERVICE 
WEIGHT.
GREASE UPPER HOOK PIVOT POINTS AFTER INSTALLATION.•
SEE DRAWING #301057/301058  FOR HYDRAULIC SCHEMATICS.•
SEE DRAWING # 309003/309004 FOR ELECTRICAL SCHEMATICS.•
CYLINDER PORTS ARE 1/8-BSPT FEMALE. MATCHING FITTINGS •
PROVIDED.  APPLY THREAD SEALANT DURING INSTALLATION. DO 
NOT SUBSTITUTE NPT FITTINGS.
ROUTE HYDRAULIC LINES CLEAR OF EXHAUST AND PINCH/WEAR •
HAZARDS.
WITH AXLE LOCK ENGAGED AND RAILGEAR DEPLOYED, MINIMUM •
ACCEPTABLE TIRE LIFT ABOVE RAIL IS 2".

REPLACE LOWER SUSPENSION BOLT ON ONE SIDE OF TRUCK AT A TIME.•
AXLE BRACKET WELDMENT SHOULD CONTACT TRUCK AXLE TUBE.•

INCLUDED IN 4x4 KIT (307058) ONLY
INCLUDED IN 4x2 KIT (307059) ONLY

DS 4x4
307048

A

INSTALL AXLE BRACKETS ON FRONT AXLE
PASSENGER SIDE SHOWN

•

21

3
INSTALL FITTINGS AND CLEVIS BEFORE MOUNTING.

MOUNT WITH FITTINGS FACING DOWN.

FLAT FACE OF CYLINDER CLEVIS MOUNTS AGAINST OUTBOARD SIDE OF UPPER HOOK.

22

23
24

PASSENGER SIDE SHOWN
INSTALL UPPER HOOKS AND CYLINDERS TO FRAME BRACKETS

20

1819

CYLINDER FITTINGS SHOULD FACE DOWNWARDS AS SHOWN.•

17

23

24

TEMPORARILY LOOSENING FRAME BRACKET LOCKNUTS FOR EXTRA CLEARANCE TO •
INSTALL UPPER HOOK MAY BE REQUIRED ON PASSENGER SIDE.
INSTALL FITTINGS INTO CYLINDER BEFORE MOUNTING TO TRUCK.•

16

14

11

MATCH DRILL
9/16"

AND THRU HOLES ON OUTBOARD SIDE OF FRAME.  
REMOVE BOLT LEADER BEFORE INSTALLING LOCKNUTS.

PS SHOCK TOWER

FRAME.  FISH BARE ENDS THROUGH LARGE INBOARD OVAL FRAME ACCESS HOLE 

•

13

INSTALL FRAME BRACKETS ON OUTBOARD SIDES OF FRAME
PASSENGER SIDE SHOWN2

12

REMOVE FACTORY PLASTIC BRAKE LINE CLIPS NEAR BOTTOM EDGE OF FRAME RAIL.•
ALIGN BRACKET WITH EXISTING HOLES SHOWN AND MATCH DRILL FORWARD HOLE.•
TEMPORARILY REMOVE TRANSMISSION COOLER LINE BRACKET BLOCKING ACCESS •
TO OVAL INBOARD FRAME ACCESS HOLE.
BOLT LEADERS CAN BE USED TO HELP GUIDE BOLT PLATE INTO POSITION INSIDE •

5

REPLACES FACTORY LOWER 8
4

1/2"

SUSPENSION ARM BOLT

8

1

MATCH DRILL

7

6

5
3

9

AXLE BRACKET SHOULD 
CONTACT AXLE TUBE

PASSENGER SIDE SHOWN
INSTALL LOWER HOOKS 

7

9
25

OUTBOARD FACE OF UPPER HOOK

4

INSTALL LOWER HOOK AGAINST

ADD GREASE TO UPPER HOOK PIVOT.•
ADJUST LOWER HOOKS TO CLEAR CATCH PINS BY •
1/4" MINIMUM WHEN ENGAGED ON LEVEL GROUND 
WITH TRUCK NEAR SERVICE WEIGHT.

PASSENGER SIDE SHOWN

28

5

26

INSTALL BRAKE LINE RELOCATION HARDWARE

27

*SEE MANUAL SECTION 4.6.7 FOR 
BRAKE LINE RELOCATION DETAILS*

DS 4x2
307049

PS (ALL)
307050



AXLE LOCK KIT; '19+ RAM 4/5500 4X4

BREAK SHARP EDGES .03 X 45° MAX
2A AND 2B

8/27/19

TOLERANCES (UNLESS SPECIFIED):
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TITLE:

DATE:

#

THIS DRAWING CONTAINS CONFIDENTIAL PROPRIETARY INFORMATION OF DIVERSIFIED 

RW-1019B
FRAC, OTHER:
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FRAC, MACH:

-ARB
APPD BY:DRAWN BY:

.X

.XX

.XXX
DRILL SIZES:
ANGULAR:
SURF FINISH:
THREADS:

± 1/32"
±1/16"
± .063
± .030
± .005
+ .015
± 1°
125 MICRO
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REV DATE DESCRIPTION BY APP

INSTALLATION NOTES:
SEE MANUAL SECTION 4.6.7 FOR BRAKE LINE RELOCATION DETAILS•
PASSENGER SIDE SHOWN. REPEAT ALL STEPS FOR DRIVER SIDE•
LOWER HOOKS SHOULD CLEAR CATCH PINS BY 1/4" MINIMUM •
WHEN ENGAGED ON LEVEL GROUND WITH TRUCK NEAR SERVICE 
WEIGHT
GREASE UPPER HOOK PIVOT POINTS AFTER INSTALLATION•
SEE DRAWING #301057/301058 FOR HYDRAULIC SCHEMATICS•
SEE DRAWING #309003/309004 FOR ELECTRICAL SCHEMATICS•
CYLINDER PORTS ARE 1/8-BSPT. FEMALE MATCHING FITTINGS •
PROVIDED. APPLY THREAD SEALANT DURING INSTALLATION. DO 
NOT SUBSTITUTE NPT FITTINGS.
ROUTE HYDRAULIC LINES CLEAR OF EXHAUST AND PINCH/WEAR •
HAZARDS.
WITH AXLE LOCK ENGAGED AND RAILGEAR DEPLOYED, MINIMUM •
ACCEPTABLE TIRE LIFT ABOVE RAIL IS 2"

FOR 4X2 MODELS, USE KIT 307059

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 307089 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, DS, '19 RAM 4/5500, RW-
1019B

2 307090 1 WELDMENT, AXLE HOOK LOCK FRAME BRACKET, PS, '19 RAM 4/5500, RW-
1019B

3 605269 4 FLAT WASHER, M18
4 605270 2 LOCK NUT, M18-2.5, CLASS 10
5 307093 1 PS UPPER AXLE HOOK WELDMENT; '19 RAM 4/5500; RW-1019B
6 301064 2 AXLE HOOK LOCK CYLINDER; SINGLE CLEVIS;  RW-1019B
7 307043 2 LOWER HOOK LOCK, AXLE HOOK LOCK, RW-1019B, '08 RAM 4/5500
8 307085 1 PS AXLE BRACKET, AXLE LOCK, '19 RAM 4/5500 4X4
9 307084 1 DS AXLE BRACKET, AXLE LOCK, '19 RAM 4/5500 4X4
10 307092 1 DS UPPER AXLE HOOK WELDMENT; '19 RAM 4/5500; RW-1019B
11 605259 6 HHCS, 1/2-13 X 1-3/4", GR8
12 500691 4 FLAT WASHER, 1/2", GR8
13 113014 6 1/2"-13 NYLOCK NUT; GR8
14 605445 4 CUSHION CLAMP; 1/2"
15 605268 2 HHCS, M18-2.5 X 140MM, CLASS 10.9
16 307057 2 WELDMENT; AXLE HOOK LOCK BOLT PLATE ; RW-1019B; '08 RAM 4/5500
17 605448 4 FLANGE LOCKNUT; 1/2-13 GR8
18 605022 2 FENDER WASHER; 3/8"
19 12566 2 LOCK WASHER, 3/8", GR8
20 605356 2 HHCS, 3/8-16 X 3/4", GR8
21 605446 2 SHOULDER BOLT; 3/8" X 2-1/4
22 818508 4 FLAT WASHER, 3/8", GR8
23 605447 2 SHOULDER BOLT; 3/8" X 3/4"
24 20342 4 5/16"-18 NYLOCK NUT; GR8
25 605177 4 HHCS, 1/4-20 X 1", GR5
26 11257 4 1/4"-20 NYLOCK NUT; GR8
27 605449 4 1/2" BOLT LEADER

7

AGAINST OUTBOARD FACE
ADJUST HOOK FOR 1/4" MIN.
CLEARANCE TO CATCH PIN

4
GREASE FITTING BETWEEN

13

INSTALL LOWER HOOK

UPPER HOOK AND

PASSENGER SIDE SHOWN.
INSTALL LOWER HOOKS.

11

FRAME BRACKET

OF UPPER HOOK

ADD GREASE TO UPPER HOOK PIVOT.•
ADJUST LOWER HOOKS TO CLEAR CATCH PINS BY 1/4" •
MINIMUM WHEN ENGAGED ON LEVEL GROUND WITH 
TRUCK NEAR SERVICE WEIGHT.

19

24

20 18

5

2122

24

6

2322

TEMPORARILY LOOSENING FRAME BRACKET LOCKNUTS FOR EXTRA CLEARANCE TO •
INSTALL UPER HOOK MAY BE REQUIRED ON PASSENGER SIDE
INSTALL FITTINGS INTO CYLINDER BEFORE MOUNTING TO TRUCK•
CYLINDER FITTINGS SHOULD FACE DOWNWARDS AS SHOWN•
FLAT FACE OF CYLINDER CLEVIS MOUNTS AGAINST OUTBOARD SIDE OF UPPER HOOK•

INSTALL BRAKE LINE RELOCATION HARDWARE.
PASSENGER SIDE SHOWN.

26

14

5

25

*SEE MANUAL SECTION 4.6.7 FOR 
BRAKE LINE RELOCATION DETAILS

REPLACES FACTORY LOWER

1/2"

1

SUSPESION ARM BOLT

4

3INSTALL AXLE BRACKETS ON FRONT AXLE.
PASSENGER SIDE SHOWN.

MATCH DRILL 

11

AXLE BRACKET SHOULD
CONTACT AXLE TUBE

3 1315

3

12

12 8

INSTALL UPPER HOOKS AND CYLINDERS TO FRAME BRACKETS.
PASSENGER SIDE SHOWN.

FROM INBOARD FRAME ACCESS HOLE
TO OUTBOARD FRAME HOLE

REMOVE BOLT LEADERS BEFORE INSTALLING LOCKNUTS 

FISH BARE ENDS OF BOLT LEADERS

2

•

EXISTING FRAME 

PASSENGER SIDE SHOWN.
INSTALL FRAME BRACKETS ON OUTBOARD SIDES OF FRAME. 

OUTBOARD SIDE OF FRAME

2

2717

MATCH DRILL
HOLES

16

9/16"

REMOVE FACTORY PLASTIC BRAKE LINE CLIPS NEAR BOTTOM EDGE OF FRAME RAIL.•
ALIGN BRACKET WITH EXISTING HOLES SHOWN AND MATCH DRILL FORWRD HOLE.•
TEMPORARILY REMOVE TRANSMISSION COOLER LINE BRACKET BLOCKING ACCESS •
TO OVAL INBOARD FRAME ACCESS HOLE
BOLT LEADER CAN BE USED TO HELP GUIDE BOLT PLATE INTO POSITION INSIDE FRAME. •
FISH BARE ENDS THRU LARGE INBOARD OVAL ACCESS HOLE AND THRU HOLES ON 

PS SHOCK TOWER



GREASE 
FITTING

4

8

16

2

60 FT-LBS
ADJUST HOOK FOR 
1/4" MINIMUM CLEARANCE
TO CATCH PIN

5 11 2

161317

12
REMOVE FACTORY 
HARDWARE,
MATCH DRILL HOLES 
FOR 1/2" BOLT,
REPEAT ON BACKSIDE 
OF CROSSMEMBER.

60 FT-LBS

1 2307073 MOUNTS INSIDE FRAME CROSSMEMBER UNDER ENGINE

25 FT-LBS

4
2

18
11

ENSURE THIS FACE 
CONTACTS BOTTOM OF 
SPRING 

3

60 FT-LBS

REMOVE NUT 
FROM COOLING
SYSTEM BRACE, 
REMOVE RUBBER
ISOLATOR BEFORE 
INSTALLING 
307073. RE-INSTALL 
BEFORE STEP 2.

GRIND CRUSH TUBES ON 307073 TO FIT 
TIGHTLY INSIDE FRAME CROSSMEMBER

FRONT OF TRUCK

15 20

20 14

19

3
9

16

2

NOTES:
DRIVER'S SIDE SHOWN. REPEAT FOR PASSENGER'S SIDE.1.
LOWER HOOKS SHOULD CLEAR CATCH PINS BY 1/4" 2.
MINIMUM WHEN ENGAGED ON LEVEL GROUND WITH 
TRUCK NEAR SERVICE WEIGHT.
GREASE UPPER HOOK PIVOT POINTS AFTER INSTALLATION.3.
SEE DRAWING 301057/301058 FOR HYDRAULIC 4.
SCHEMATICS.
SEE DRAWING 309003/309004 FOR ELECTRICAL 5.
SCHEMATICS.
CYLINDER PORTS ARE 1/8-BSPT FEMALE. MATCHING 6.
FITTINGS PROVIDED. APPLY THREAD SEALANT DURING 
INSTALLATION. DO NOT SUBSTITUTE NPT FITTINGS.
ROUTE HYDRAULIC LINES CLEAR OF EXHAUST AND 7.
PINCH/WEAR HAZARDS.
WITH AXLE LOCK ENGAGED AND RAIL GEAR DEPLOYED, 8.
MINIMUM ACCEPTABLE TIRE LIFT ABOVE RAILS IS 2"

REMOVE AND 
REPLACE FACTORY 
HARDWARE

120 FT-LBS

25 FT-LBS

PUSH CYLINDER 
MOUNT TOWARD 
FRONT OF VEHICLE 
BEFORE TIGHTENING

304165 ATTACHES TO STABILIZER BAR MOUNTS

REV DATE DESCRIPTION BY APP

ITEM 
NO.

PART 
NUMBER DESCRIPTION

1 12566 2 LOCK WASHER, 3/8", GR8

2 113014 14 1/2"-13 NYLOCK NUT; GR8

3 301054 2 AXLE HOOK LOCK CYLINDER; DOUBLE CLEVIS;  RW-
1019B

4 304165 2 WELDMENT, SPRING MOUNT, 2WD, '19 GM 4/5/6500

5 307073 1 WELDMENT, AXLE LOCK HOOK PIVOT MOUNT, '19 
GM 4/5/6500

6 307075 1 DS HOOK PIVOT WELDMENT, 2WD '19 GM 4/5/6500

7 307076 1 PS HOOK PIVOT WELDMENT, 2WD '19 GM 4/5/6500

8 307077 2 BURNOUT, AXLE LOCK HOOK, 2WD '19 GM 4/5/6500

9 307080 1 WELDMENT, AXLE LOCK CYLINDER MOUNT, DS, '19 
GM 4/5/6500

10 307081 1 WELDMENT, AXLE LOCK CYLINDER MOUNT, PS, '19 
GM 4/5/6500

11 500691 6 FLAT WASHER, 1/2", GR8

12 605020 2 HHCS, 1/2-13 X 5", GR8

13 605022 2 FENDER WASHER; 3/8"

14 605077 2 3/8"-16 NYLOCK NUT; GR8

15 605082 2 HHCS, 3/8-16 X 1-3/4", GR8

16 605259 8 HHCS, 1/2-13 X 1-3/4", GR8

17 605356 2 HHCS, 3/8-16 X 3/4", GR8

18 605577 4 CARRIAGE BOLT; 1/2"-13 X 1.5L, GR8

19 818456 2 COTTER PIN, 1/8" X 1-1/2"

20 818508 4 FLAT WASHER, 3/8", GR8

BREAK SHARP EDGES .03 X 45° MAX

TOLERANCES (UNLESS SPECIFIED):

307082
REV:DRAWING NUMBER:

TITLE:

DATE:APPD BY:DRAWN BY:

THIS DRAWING CONTAINS CONFIDENTIAL PROPRIETARY INFORMATION OF DIVERSIFIED 
METAL FABRICATORS, INC (DMF). COPYRIGHT DMF, ALL RIGHTS RESERVED.

ARB -

RW-1019B

9/9//19 #

AXLE HOOK LOCK KIT, 2019+ 2WD GM 
4/5/6500

FRAC, MACH:
FRAC, OTHER:
.X
.XX
.XXX
DRILL SIZES:
ANGULAR:
SURF FINISH:
THREADS:

± 1/32"
±1/16"
± .063
± .030
± .005
+ .015
± 1°
125 MICRO
2A AND 2B

DMF (404)875-1512



DIVERSIFIED METAL FABRICATORS, INC.  RW-1019B 

 

 
DMF � 665 Pylant Street � Atlanta, Georgia 30306 

Parts (404) 607-1684� Parts Fax (404) 879-7888� parts@dmfatlanta.com 

Service Department (404) 879-7882� service@dmfatlanta.com 

Phone (404) 875-1512 � Fax (404) 875-4835� info@dmfatlanta.com 

http://www.dmfatlanta.com 

 

DMF LIMITED WARRANTY POLICY 

 

Diversified Metal Fabricators (DMF) products are designed to provide the utmost service 

and reliability. Competent workmen, guided by stringent quality standards, manufacture the 

products from high-grade material. DMF warrants products of its manufacture to be free of 

defects in material and workmanship, under normal use and service, for a period of ONE 

CALENDAR YEAR. DMF’s obligation under this warranty is limited to repairing or replacing at 

its factory, or other location designated by us, any part or parts there-of which shall, within 30 

DAYS of the date of failure or notice of defect, be returned, and which upon examination shall 

appear to DMF’s satisfaction to have been defective. Such repair or replacement does not 

include the cost of installing the new part or any other expenses incident thereto; however, the 

outbound direct ground freight on the part will be prepaid to locations within the continental 

United States and Canada. DMF shall not be liable for other loss, damage, or expense directly 

or indirectly arising from the use of its products. 

 

Ordinary wear and tear, abuse, misuse, neglect, or alteration is not covered by this warranty. 

DMF assumes no liability for expenses or repairs made outside its factory except by written 

consent. Warranty is null and void if instructions and operating procedures specifically referring 

to warranty coverage are not followed. 

 

Equipment or parts not manufactured by this company, but which are furnished in connection 

with DMF products are covered directly and solely by the warranty of the manufacturer 

supplying them. 

 

This warranty is in lieu of other warranties, expressed or implied, including any implied 

warranties of merchantability or fitness for a particular purpose and any liability for special or 

consequential damages. 

 

All warranty claims must reference a serial number. Returns must reference a RA number. 
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